20000317.ba v02_n838.bam.20000317 


>From ???@??? Fri Mar 17 15:59:46 2000 -0600 

Date: Fri, 17 Mar 2000 15:57:09 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2838 

Message-Id: <20000317221131.85B4F274AC@devel43.theporch. com> 


BOATANCHORS Digest 2838 
Topics covered in this issue include: 


1) (W.C.) Field Theory 
by Michael N HoN Hopkins <mnhopkins@juno.com> 
2) Nixie Tube Need 
by "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 
3) FS:HT-37 
by "GREGORY CARTER" <KX4RGC@email.msn.com> 
4) Re: R-390A suggestions needed 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
5) Re: Swan 500 Oscillation 
by Al Klase <skywaves@bw.webex.net> 
6) FS: old Handbooks 
by Avery Comarow <acomarow@usnews.com> 
7) Re: BOATANCHORS digest 2837 
by Roy Morgan <roy.morgan@nist.gov> 
8) ADMINISTRIVIA: Changing Email Addresses 
by listown@jackatak.theporch.com (Mail List Owner) 
9) Drake TR7 
by "Don Ehrlich" <ehrlich@olypen.com> 
10) TR-7 Service Source 
by "Tony Grogan" <wsno19@mindspring.com> 
11) Xtal ident ? 
by BEN NOCK <G4BXD@compuserve.com> 
12) Manuals Wanted 
by BEN NOCK <G4BXD@compuserve.com> 
13) TS-147D 
by BEN NOCK <G4BXD@compuserve.com> 
14) Re: TS-147D 
by "Sandy W5TVW" <ebjr@i-55.com> 
15) G R= multiplier 
by Charles T Preston <k4ljh@juno.com> 
16) TECHNICAL BOOKS FOR SALE 
by JOHN.SEHRING@ecunet.org 
17) BA OSCILLOSCOPES 
by JOHN.SEHRING@ecunet.org 
18) BA MOTOROLA LOW BAND VHF FM GEAR 


by JOHN.SEHRING@ecunet.org 
19) AUDIO MEASUREMENT EQUIPMENT FOR SALE 
by JOHN.SEHRING@ecunet.org 
20) HALLI S-20R FOR SALE 
by JOHN.SEHRING@ecunet.org 
21) Re: R-390A suggestions needed 
by "russ dworakowski" <wb3fau@hotmail .com> 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Fri, 17 Mar 2000 07:03:08 -0800 

Subject: (W.C.) Field Theory 

Message-ID: <20000317 .070336. -26195.0.MNHopkins@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: Michael N HoN Hopkins <mnhopkins@juno. com> 


She: "If you don't watch out, one of these days you're going to drown in 
all that alcohol. 


He: "Oh Death, Where is thy sting?" 


I had to test one of those converters that comes out 30.5 to 34.5 mc. 
My ‘scope makes little inch worms at that frequency, so I broke out an 
NC-188 W5FRS left on my doorstep. 


Broke was a good word. When stored it was intermittent, now it was 
silent. The B+ was OK, but the 6AQ5 plate was below the screen and, sure 
enough, there was a switching problem. Nothing else in fact. 


ALL the switches were position sensitive. The Receive /Transmit hung, 
Band C only worked if I held it, and the little red slide things, 
precursors to the junk on a Drake 2B, were as reliable as a Welfare 
conscript. 


So what to do? I didn't have any contact cleaner and my cam chain was in 
the trunk, anyway, so I couldn't go to the R.S. and pay more than 
25-year-old Scotch by weight. At such times we turn to childhood heroes, 
but Frank Jones didn't seem to apply, so I went to W.C. Fields. 


Ah yes, my complements to the distiller. The 70% Isopropyl stuff, the 
kind we use for the fire in the chalice at church, got me back to '57. I 
poured it in the toggle and tumped it into the slides and even Baptized 
the tube pins and band switch. 


Say Amen, brothers and sisters. Brother National is back on the right 


path. 


ab5L -- Michael N. Hopkins MNHopkins@JUNO.com 
Box 226841, Dallas, TX 75222 
Archiving receive converters and the Golden Age of 6M -- 1956-58 


Message-Id: <3.0.5.32.20000317092229 .007d22a0@miavx1.muohio.edu> 
Date: Fri, 17 Mar 2000 09:22:29 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 
Subject: Nixie Tube Need 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi Gang, 
Anybody got one or two Burroughs B5870 Nixie tubes? I've got a dead one in 
a receiver I'm trying to fix. Thanks. 


Jim Garland W8ZR 


Message-ID: <0Q01301bf901c$bc760b40$e838fea9@oemcomputer> 
From: "GREGORY CARTER" <KX4RGC@email.msn.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS:HT-37 
Date: Fri, 17 Mar 2000 09:19:24 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello BA gang ! 

I have for sale one of my two HT-37 transmitters. 

This one has just had new replacement electrolytics installed 

as well as a NOS(correct part number) Hallicrafters plate transformer ! 
The selenium rectifier in the bias circuit has been changed 

to a silicon diode and new electrolytics installed in this 

circuit. All tubes checked good on Hickock 6000A tester. 

Checked on all bands and performs great. 

Cabinet in exceptional condition....one minor scratch on front 

panel, all original knobs. Chassis has some typical corrosion spots. 
Overall I'd say an 8+. 

Price $165 but would rather not ship. 


I will meet someone in a reasonable driving distance of the Atlanta 
area. Can give an on the air demonstration on any band 80-10 mtrs. 


73 for now ! 
Greg KXA4R 
kx4rgc@msn.com 


Message-Id: <3.0.1.32.20000317091324 .013d8a00Q@vuse. vanderbilt. edu> 
Date: Fri, 17 Mar 2000 09:13:24 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse.vanderbilt.edu> 

Subject: Re: R-390A suggestions needed 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 12:10 AM 3/17/00 -0500, you wrote: 

> I've recently purchased an R-390A, and have pretty much finished 
>bringing it up to standard. 

> It sounds great and is quite sensitive, but the AGC is, frankly, lousy 
>and the carrier level meter never reads more than 15% upscale with a 
>STRONG signal. I have checked MANY of the components and tried numerous 
>good tubes without any luck. 

> I strongly suspect that the AGC is probably doing as well as the 
>design/era will let it, but since I'm not a purist, I wonder if anyone 
>has altered the circuit to improve the AGC action. 

> Also, while it's far from critical, is there any way to get the 
>carrier level to read higher? I've made the IF gain sensitivity 
>adjustments, and all's well there. 


How's your meter? I had the same problem on a set, meter never read above 
about 1/3 scale. After many exasperating hours, turned out that it had the 
WRONG meter. Looked perfect, worked lousy. The meter is supposed to have 
a very low resistance (something like 17 ohms) and this one was about 100 
ohms. It's in a bridge circuit, so that does make a difference. 

There are a lot of meters that LOOK like the 390 meter but aren't. 


A. B. Bonds 


Message-ID: <38D24C85.6BA8DE8@bw.webex.net> 
Date: Fri, 17 Mar 2000 10:17:25 -0500 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Swan 500 Oscillation 


Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Dave Hollander wrote: 
Now the issue is where to find a 7360. They are 
> $45 at AES.... 


You might consider TV-color-demodulator tubes 6AR8 and 
6JH8. These are beam-deflection types similar to the 7360. 
I kinda remember a Ham Radio Magazine article claiming these 
were better than 7360's. The down side is that the only pins 
they have in common are 4 and 5, the heater. 


73:4 
Al 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Message-Id: <4.2.2.20000317101650.00aa3980@ntpop.usnews.com> 
Date: Fri, 17 Mar 2000 10:26:23 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: FS: old Handbooks 

Cc: dcboatanchors@qth.net 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Gang, I have 1936, 1937, and 1941 Radio Amateur's Handbooks I don't need. 


Let me be perfectly clear, as a certain President liked to say: none is a 
winner, conditionwise. All three are missing their covers and the '41 is 
also missing the last page, maybe two pages, of the index. The good news is 
that the bindings, while exposed at the spines, are tight (except for the 
last few pages of the '36, which are separated). And there are no water 
stains, mold or mildew, egregious rips and tears, or other marked defects. 


I'm thinking $7 each or $20 for all three, with shipping included on all 
sales. If this seems unreasonable, somebody tell me what would be fair. 


73, Avery W3AVE 


Message-Id: <4.2.0.58.20000317112352 .00b7d7bO0@sdct-sunsrvi.ncsl.nist.gov> 
Date: Fri, 17 Mar 2000 11:26:42 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Roy Morgan <roy.morgan@nist.gov> 

Subject: Re: BOATANCHORS digest 2837 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 06:47 AM 3/17/00 -0600, you wrote: 
>After recapping a Halli SX-100 I find it to be a very hot little rx, but 
>the audio stinks. Clear distortion. 


...Il see a little hook on the falling edge 
>(near the midpoint) even at fairly low levels. 


Have you tried a different output transformer? I sugest you tack one into 
the circuit and see what happens. 


Second: test all grounds for security. Do not assume a terminal tie strip 
is grounding well even though it is riveted to the chassis.. Parallel the 
cathode bypass resistor with a known good small value cap: e.g. 0.1 

uf. Your current bypass cap may be tired and causing an oscillation or 
some thing. 


Roy 

Roy Morgan 

Keep em glowing! K1LKY since 1959 
7130 Panorama Drive, Derwood MD 20855 
301-330-8828 


Message-Id: <200003171715.e2HHF1128147@jackatak.theporch. com> 
From: listown@jackatak.theporch.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Changing Email Addresses 

Date: Fri, 17 Mar 2000 11:15:01 CST 


Gang- 


This periodic post is intended to help subscribers whose email 
address has changed, preventing posting or receipt of the list. 


If you change ISP (IntexNet Service Provider), simply send me an 


email advising the change, and I will do my best to implement the 
change quickly. 


For those unfortunates, whose ISP has made a change without advising 
their customers of the potential impact of that change on 
subscribers to email lists like the boatanchors, where one must 

be a subscriber to post to the list, try to follow along... 


Under some circumstances, the changes to your email address are 
"transparent" to you, but prevent posting. I get error notification 
for these kinds of problems, and I try to work them out. However, 

I may miss one, and on this end, the process is anything BUT 
automatic. 


You have a bigger stick than I do. You and your ISP have the primary 
responsibility to repair the problems caused by the change at the 
ISP. I have zero leverage with your ISP, and you have great leverage. 


Most ISP maintain a customer service department to help with problems 
like these. This should be your first line of support for email 
problems. I am happy to assist and consult, but try to understand 

that when your ISP makes a change to their email handler, and that 
change prevents you from posting to the boatanchors list, I can help, 
but resolving this problem is your responsibility, working with your 
ISP. I am but a volunteer, contributing my time to administer the list. 


Thank you for your attention. 


73 
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Archiver/Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


"Tl n'y a que les idiots qui ne changent jamais d'idee" 
Fri Mar 17 11:15:01 CST 2000 


Message-ID: <004a01bf9040$fca5e360$71£9cdd0@ehrlich> 
From: "Don Ehrlich" <ehrlich@olypen.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Drake TR7 
Date: Fri, 17 Mar 2000 10:45:21 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Anyone know where to go to get help on this (very very early) SS rig? I am 
troubleshooting one for a friend and need technical info. 


Message-ID: <0Q03301bf905e$344c3b80$a9d7£7a5@biy28> 
From: "Tony Grogan" <wsno19@mindspring.com> 
To: Old Tube Radios <boatanchors@theporch. com> 
Subject: TR-7 Service Source 
Date: Fri, 17 Mar 2000 14:13:01 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


I forward this as my only known but (I am assured by others) reliable 
source. 
I know there are others. This source is: 


John Kriner 
927 Lamberton Street 
Middletown, OH 45044 


I originally gathered his name from this board. 


73's..Tony Grogan. WA4MRR 


Date: Fri, 17 Mar 2000 15:07:25 -0500 
From: BEN NOCK <G4BXD@compuserve.com> 
Subject: Xtal ident ? 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200003171507_MC2-9D90-D804@compuserve.com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


1) I have a xtal, housing is a chrome round case, 1.5 inch dia, about 3/= 
4 

inch hign, stamped on the top with the anchor and U.S., 

2 pins on the base, label on the side states: 

VALPEY CRYSTAL Type XLST Freq: 80.86 KHz 


made in USA Holliston Mass. 


So, by the anchor I guess a BA xtal but what set uses 80.86 Khz ? = 


maybe a rx if filter xtal ? 
2) Housing round, bakerlite, about 1 inch dia, by 1 inch deep, = 
octal base, 6 pins, top plate states: 


BENDIX model 3947. with 3 spaces for channel frequencies, 
ie Chanel 1, 2 and 3 (so guess it can hold 3 wafers inside. 


So, which set does it fit ? 


any ideas. 


cheers, Ben G4BXD. 


Date: Fri, 17 Mar 2000 15:07:27 -0500 
From: BEN NOCK <G4BXD@compusetrve. com> 
Subject: Manuals Wanted 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200003171507_MC2-9D90-D807@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


I am looking for the following in response to requests I have had: 


Amp 19 set HP, Handbook, EMEI or EMER 

Telephone, Loud Speaking No 2, Handbook 

WS NO 38 MK III, Handbook 

Type A, MK III, Handbook 

Wavemeter Class C, NO1, MK II, Handbook 

Multimeter, CT471, Handbook 

Type D Telephone, MK V, Signal Training Vol III Pam No 22 
Switchboard F&F, Handbook 

Fullerphone MK IV, Signal Training Vol III Pam No 21 
Telephone Set H, Handbook 

Helio 5" MK V, Signal Training Vol III Pam No 2 

Telephone Set L, Handbook 

Sig Lamp, Daylight, Projector MK II, Signal Training Vol III Pam No 7 
Training Set W/T MK III, Handbook 

PRC-316, EMER's 

PRC-349, Handbook 


If anyone can help I'd be most obliged 
cheers, Ben G4BXD. 


Date: Fri, 17 Mar 2000 15:07:24 -0500 
From: BEN NOCK <G4BXD@compusetrve.com> 
Subject: TS-147D 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200003171507_MC2-9D90-D802@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Anyone got any idea as to what I can do with a TS-147D test set ? 

I guess I could tie it to my boat, hold the door open with it, = 

use it as a step to reach the top shelf of my store, use it as a table = 
(though the handle gets in the way), use it to hold up my car while = 


I weld the underside, and no doubt many more uses. = 


But as a test set... at 8 GHz it seems fairly useless. = 
Anyone got a radar they want testing ? 


Ben. Collector of all things useless and BA's in general. 


Message-ID: <002901bf£904£$838c7660$5c66e7d0@sandy-s-pentium> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: TS-147D 
Date: Fri, 17 Mar 2000 14:27:39 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


>Anyone got any idea as to what I can do with a TS-147D test set 
? 


> 
>I guess I could tie it to my boat, hold the door open with it, 
>use it as a step to reach the top shelf of my store, use it as a 
table 

>(though the handle gets in the way), use it to hold up my car 
while 

>I weld the underside, and no doubt many more uses. 

> 


>But as a test set... at 8 GHz it seems fairly useless. 
>Anyone got a radar they want testing ? 
> 


>Ben. Collector of all things useless and BA's in general. 
> 
> 


The TS-147 series of test sets are intended as a general 
purpose 
"wattmeter", signal generator and frequency meter for the "X"band 
radar 
equipment. You can measure power output, receiver sensitivity 
very 
accurately. Frequency can be measured "accurately enough" for 
wideband 
radar use. The heart of the test set is a 2K25 or 723 klystron 
tube. 
There are usually waveguide/coaxial adapters, calibrated RG-9/U 
or RG-214/U coax cables, etc. that come with it. A directional 
coupler (special piece of waveguide) is necessary to pick off or 
inject signals on the equipment under test. The set can also 
be used with the small "horn" antenna that comes with it as 
a "transponder" with an X-band radar. (IT will receive a pulse 
from the radar and reply with a test signal. I found this 
feature 
VERY useful in getting the heading marker aligned on a new 
radar installation before sea trials and final adjustments. ) 
Seems like I remember the range was around 8700-9700 
Mhz. Whatever the range of the spiral scale on the frequency 
meter is. 

It would have little application in amateur radio I'm afraid! 
73, 
Sandy W5TVW 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Fri, 17 Mar 2000 15:38:43 -0500 

Subject: G R_ multiplier 

Message-ID: <20000317 .153846. -211821.0.K4LJH@juno. com> 
MIME-Version: 1.0 


Content-Type: text/plain 
Content-Transfer-Encoding: 7bit 
From: Charles T Preston <k4l1jh@juno.com> 


Wanted: High Frequency multiplier # 1800-P2 for General Radio 
model 1800 VTVM ( screws on the end of RF probe ) Thanks 
Charles Preston > Hamilton, VA. > K4LJH@juno.com 


YOU'RE PAYING TOO MUCH FOR THE INTERNET! 

Juno now offers FREE Internet Access! 

Try it today - there's no risk! For your FREE software, visit: 
http: //dl.www. juno.com/get/tagj. 


Date: Fri, 17 Mar 2000 16:44:04 -0500 (EST) 
From: JOHN.SEHRING@ecunet.org 
Message-Id: <200003172144 .QAA31409@ecunet.org> 


To: 


Old Tube Radios <boatanchors@theporch.com> 


Subject: TECHNICAL BOOKS FOR SALE 


FOR SALE: Technical Books 


Condition good except as noted. H= Hardcover, S= Softcover. Prices do not 
include postage. Please reference by item number. I will give priority to 
those who order mulitiple books (less packing for me!). 


ls 
2. 


3. 
. Maintaining and Repairing VCRs, Goodman, 2nd ed 1989, Tab Books, 356 


9. 


Radio Shack Unabridged Dictionary of Electronics, 1975, 688 p., S, $4 

A Concise Introduction to Logic, Hurley, Wadsworth Pub, 3rd ed 1982, H, 
539 p, $5 

RSGB Teleprinter Handbook, 1st ed 1973, H, w/dust jacket, cool!, $15 


p., S, $1 
Radio Operator's License Q & A Manual, Kaufman, rev. 7th ed, 1968, 567 
p. H, $4 


. Aerospace Telemetry, ed. Stiltz, Prentice-Hall, 540 p., H, $5 
. The Lenkurt Demodulator, (collection of technical articles, mostly on 


telephone system techniques), 1965, 716 p., H, $5 


. A History of Technology, Vol. 1: From early times to the fall of 


ancient empires, ed. Singer, Holmyard & Hall, Oxford Univ. Press 1954, 
827 p, H, a beautifully illustrated book, $20 

Thermal Environmental Engineering, Threlkeld, Prentice-Hall 1962, 514p, 
H, $6 


10. Radio Fundamentals (War Department Technical Manual) TM11-455, 1944, 


336 p, S, paper yellowed, $15 


KKKKKKKKKKKKKKKKKKKKKKKK 


These text books are from college-level, physics/engineering courses. 


11. Theory and Application of Microwaves, Bronwell & Beam, McGraw-Hill, 
1947, 450 p, H, $8 

12. Intermediate Electromagnetic Theory, Schwarz, Wiley, 1964, 438 p., H 
(cover has small soldering iron burn!), $8 

13. Introduction to Engineering, Mayne & Margolis, McGraw-Hill, 1982, 471 


H, $6 

14. Digital Satellite Communications (part of "Communications Series), Ha, 
McGraw-Hill, 1990, 641 p. H, $9 

15. Wave Propagation in Periodic Structures, Brillouin, 1953 Dover Pub, 255 
p. S, $7, fair-good 

16. Theory of Elasticity, Timoshenko, McGraw-Hill, 1st ed 1934, 416 p. H, 
$8 

17. Thermodynamics, Vanderslice, Schamp & Mason, Prentice-Hall, 1966, 244 
p. H, $7 

18. Elementary Wave Optics, Webb, Academic Press, 1969, 266 p. H, $7 

19. Foundations of Modern Physics, Tipler, Worth pub., 1969, 528 p. H, $7 

20. Fundamentals of Modern Physics, Eisberg, Wiley, 1961, 729 p. H, $6 

21. Fundamentals of Statistical and Thermal Physics, Reif, McGraw-Hill, 
1965, 648 p., H, $7 

22. Principles of Solid State Physics, Levy, Academic Press, 1968, 463 p., 


H, $7 
23. Introduction to Programming Modula-2, Sutcliffe, Merrill, 1984, 551 p., 
H, $5 


24. A Second Course in Computer Science with Modula-2, McCracken & Salmon, 
Wiley, 1987, 447 p. H, $5 


-John Sehring (Fri, Mar 17, 2000, Custer SD) UCC WBOEQ 


Date: Fri, 17 Mar 2000 16:44:16 -0500 (EST) 
From: JOHN.SEHRING@ecunet.org 

Message-Id: <200003172144 .QAA00538@ecunet.org> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: BA OSCILLOSCOPES 


Am moving soon & need to decide what to take. For this move, I 
may have to pay for some or all of it & movers charge by the 
pound, so... 


1. Have an HP "Spec HO 130B" (says so on a small plate on front 
panel) that works FB. It's sensitive, to 1 mV/cm, sweep speed to 

1 uSec/cm, identical X & Y channels (good for phasing cks). It's 

in nice condition, came out of federal govt. service (FAA?) in Montana 
(dry country) & appears well kept. 


What's the general opinion on this one? Vertical/horizontal amp 
frequency response? Triggering capabilities? I have no paper on it. 
A keeper? 


2. Have a pair of DuMont 304's (one rack mount), this is early 1950's 
stuff. Both in good-excellent condition, work FB, calibrated, etc. But 


heavy. What to do? My heart just can't bear to dumpster these 
babies, but you can hardly give this kind of stuff away. 


Opinions, please? 
(Side note, I just dumpstered my 1st PC, a Zenith 8088, 7 Mhz CPU, 20 meg 


HD. It worked faithfully for me since 1987 but all things must come to an 
end, sad.) 


-John Sehring (Fri, Mar 17, 2000, Custer SD) UCC WBOEQ 


Date: Fri, 17 Mar 2000 16:44:21 -0500 (EST) 

From: JOHN.SEHRING@ecunet.org 

Message-Id: <200003172144 .QAA32498@ecunet.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BA MOTOROLA LOW BAND VHF FM GEAR 

More moving stuff... 

I have lots of BA Motorola low band VHF base station stuff. 

The receiver strips are the Sensicon A (top of the line until the 
early 60s), with 18 tubes & big Permakay filter at one end. Either 


on orginal commercial freqs or on 6m, with narrow band filter. 


The transmitter strips are the 60/100W (depends on PS used) 
variety with pair of 6146 finals. 


A few AC power supplies for above, but very heavy! 
One or two metering boxes for rx & tx. 

Could arrange for copies of service manual too. 
Any interest? 


-John Sehring (Fri, Mar 17, 2000, Custer SD) UCC WBOEQ 


Date: Fri, 17 Mar 2000 16:44:26 -0500 (EST) 
From: JOHN.SEHRING@ecunet.org 

Message-Id: <200003172144 .QAA22840@ecunet.org> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: AUDIO MEASUREMENT EQUIPMENT FOR SALE 


FOR SALE: Heathkit AA-1 Audio Analyzer. 

This combines: 

1. AC VTVM (0.01 - 300 VAC, 10 Hz - 100 kHz, +-1 dB) 
2. Wattmeter, reads 0.15 mW - 150 W 


3. Dummy load 4, 8, 16 or 600 ohm, 25 W continuous, 50 W 
intermittent. Also provisions for external load. 


4. Intermodulation distortion analyzer, reads down to 1% fs, does the 
standard 4:1 IM test. Built-in AF gen freqs 60 Hz & 6 kHz and can also 
take external AF signal. IM analyzer has HP filter 2-12 kHz, LP 

filter 10-600 Hz. 


Construction quality is satisfactory. All filaments light but unit not 
checked out. Condition is dusty (Western desert living), meter face red 
marks are faded but readable & meter cover is cloudy. Very few scratches 
on face & case, should clean up nicely. The dummy load switch is frozen 
(it is a single section switch), suspect frozen shaft, no other visible 
problem. 


Excellent copy of complete (includes assy.) manual. 

$40 plus shipping. 

KKKKAIKKKAIKKKKKKKKKK KAKA KIKI KKKAKKKAKKEKAKERAKEREKRERE 

FOR SALE: Heathkit HD-1 Harmonic Distortion Meter 

Covers 20 Hz - 20 kHz in 3 ranges, reads harmonic distortion down 

to 1% fs, residual instrument distortion < 0.1%. Built in AC 

VTVM reads 1 - 30 VAC. 

Condition good, calibration & functional checked ok. 

Construction quality is satisfactory. Missing 5879 tube (I borrowed one 
for the ck out). Dusty, very few scratches & should clean up 


nicely. Meter face & cover is excellent. With copy of manual. 


$35 plus shipping. 


-John Sehring (Fri, Mar 17, 2000, Custer SD) UCC WBOEQ 


Date: Fri, 17 Mar 2000 16:44:33 -0500 (EST) 
From: JOHN.SEHRING@ecunet.org 

Message-Id: <200003172144 .QAA19344@ecunet.org> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: HALLI S-20R FOR SALE 


FOR SALE: Hallicrafters S-20R "Sky Champion" HF receiver 


Very dusty and some rust & peeling paint on case. Side chrome 

strips are present. Four rows of holes drilled into left side of case (for 
ventilation). Front panel fair with some rust but few 

scratches. Main tuning & bandspread windows are ok. Both 

frequency dials are fine. Missing bandspread knob. All switches 

& controls move ok except dial cords are broken. Possible mods: 

toggle switch below Send-Rec switch; maybe added choke(?) inside to 

replace field coil loudspeaker with p.m. type. 


Appears pretty 

much original under chassis except for three newer plastic molded 
caps in audio amp area. Thru panel fuse holder broken. AI1l 
tubes present except for one empty socket. Bottom plate is 
neatly home made from aluminum plate & gives access to RF 
adjustments. Has what looks like the original AC power cord. 
Overall condition is barely fair. 


I have not powered up this radio. It deserves very careful, step 
by step application of AC power due to its age. 


$70 plus shipping. 


-John Sehring (Fri, Mar 17, 2000, Custer SD) UCC WBOEQ 


Message-ID: <20000317215659 .75938.qmail@hotmail .com> 
From: "russ dworakowski" <wb3fau@hotmail .com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: R-390A suggestions needed 

Date: Fri, 17 Mar 2000 16:56:59 EST 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 


the meter is a 1 ma. full scale- if you have a analog multimeter- 
like a Simpson 260 it has a 1 ma range - try it in place of the 


stock meter- it should run upscale pretty far on just about any 
Signal- R390as tend to have very generous S- meters. 73s Russ 


>From: "A. B. Bonds" <ab@vuse.vanderbilt.edu> 

>Reply-To: ab@vuse.vanderbilt.edu 

>To: Old Tube Radios <boatanchors@theporch. com> 

>Subject: Re: R-390A suggestions needed 

>Date: Fri, 17 Mar 2000 09:13:24 -0600 

> 

>At 12:10 AM 3/17/00 -0500, you wrote: 

> I've recently purchased an R-390A, and have pretty much finished 
>bringing it up to standard. 

> It sounds great and is quite sensitive, but the AGC is, frankly, lousy 
>and the carrier level meter never reads more than 15% upscale with a 
>STRONG signal. I have checked MANY of the components and tried numerous 
>good tubes without any luck. 

> I strongly suspect that the AGC is probably doing as well as the 
>design/era will let it, but since I'm not a purist, I wonder if anyone 
>has altered the circuit to improve the AGC action. 

> Also, while it's far from critical, is there any way to get the 
>carrier level to read higher? I've made the IF gain sensitivity 
>adjustments, and all's well there. 


VVVVVMV VV VV VV VV 


>How's your meter? I had the same problem on a set, meter never read above 
>about 1/3 scale. After many exasperating hours, turned out that it had the 
>WRONG meter. Looked perfect, worked lousy. The meter is supposed to have 
>a very low resistance (something like 17 ohms) and this one was about 100 
>ohms. It's in a bridge circuit, so that does make a difference. 

>There are a lot of meters that LOOK like the 390 meter but aren't. 


> A. B. Bonds 


End o£ BOATANCHORS Digest 2838 
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